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5' wide pedestrian gate. Style
 to be selected by the owner.

Custom black aluminum vehicular
 gate. Contractor to provide shop

 drawings for the owner's approval.

2' x 2' CMU column with coral stone
 veneer. To be selected by the owner.

RoadSidewalk

Custom black aluminum vehicular  gate.
Style to be selected by the owner.

Road

Custom black aluminum picket fencing.
 Contractor to provide shop drawings for

 the owner's approval.

Subgrade

Custom foam cap (typical). Style
to be selected by the owner.

6'

2' (typical)

FINISH
GRADE

Footer (see construction
plans by others).

Footer (see construction
plans by others).

Custom foam cap (typical). Style
to be selected by the owner.

FINISH
GRADE

CMU column with coral stone veneer.
 To be selected by the owner.

Island Forest

FINISH
GRADE

2' x 2' CMU column with coral stone
 veneer to be selected by the owner.

Footer (see construction plans by others)

Custom foam cap (typical). Style
to be selected by the owner.

Foam Cap. Style to be
 selected by the owner.

CMU signwall with coral stone veneer.
 To be selected by the owner. Back of

 wall to be smooth finished stucco.

Smooth finished stucco
sign face.

6" wide smooth finished stucco banding.

Subgrade

Custom black aluminum picket fencing.
 Contractor to provide shop drawings for
 the owner's approval.

Aluminum fence section.
 Style to match fencing.

CMU knee wall. Stucco finished
on the front and back sides.

Preserve
an open-space conservation community

Pin mounted letting. Font style-Georgia.
Materials and color to be selected by the owner.
Contractor to field verify size based on  the
final construction wall dimensions.

3'-3"

13'-4"

6' (typical column height)

1'-8"

1'-2"

2'-6"

3'-31
2"

7'-8"

R26'-4"

R24'-8"

21'-8"

6"

10"

Signwall  Detail
Scale 14" = 1'

1. See sheet HS-1 for horizontal layout and dimensions.
Notes:

2. Wall and column colors and materials to be selected by the owner.
3. Building contractor to provide construction drawings to
include structural engineered plans for permitting purposes.

1. Gates  and fencing to be black aluminum with 34" pickets,
height varies, style: to be selected by the owner.

Entry Gates, Fencing and Column Detail
Scale 14" = 1'

2. See sheet HS-1 for horizontal layout and dimensions.

Notes:

4. Building contractor to provide construction drawings to
include structural engineered plans for permitting purposes.

3. Wall and column colors and materials to be selected by the owner.

Footer (see construction
plans by others).

Custom foam cap (typical). Style
to be selected by the owner.

2' x 2' CMU column with coral stone
veneer. To be selected by the owner.

FINISH GRADE

Custom black aluminum picket fencing.
 Contractor to provide shop drawings for

 the owner's approval.

Subgrade

Terminate fencing at column
 with a 2" x 2" aluminum post.

Column and Fencing Detail

1. Fencing to be black aluminum with 34" pickets,
height varies, style: to be selected by the owner.

Scale 14" = 1'
Notes:

3. Building contractor to provide construction drawings to
include structural engineered plans for permitting purposes.

2. Column colors and materials to be selected by the owner.
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